
stihl pressure washers
—

v Standard     — Not Applicable   
*Dry weight.    
Note: Specifications are as of Oct. 1, 2022. For most recent updates, visit STIHLusa.com. Models and specifications are subject to change without notice.  
Manufacturer reserves the right to change appearance, function and components of any STIHL product without prior notice or liability.
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PRESSURE WASHERS

new! RE 80 — — 16.5 — 1,600 1.2 16.4 1,920 Stainless 
Steel — — v —

new! RE 90 Plus — — 19.7 — 1,800 1.2 19.7 2,160 Stainless 
Steel — — v —

new! RE 100 Plus 
Control — — 19.8 — 1,800 1.2 23 2,160 Stainless 

Steel — — — v

RE 110 Plus — — 42.0 — 2,000 1.2 23 2,400 Stainless 
Steel — — v —

RB 200 173/10.6 3.7/5.0 62.5 1.5 2,500 2.3 25 5,750 Stainless 
Steel

v — — v —

RB 400 DIRT BOSS® 196/12.0 4.8/6.5 90.0 3.8 2,700 2.7 25 7,290 Ceramic 
Coated

v — — v —

RB 600 208/12.7 5.2/7.0 118.0 4.2 3,200 3.0 40 9,600 Ceramic 
Coated

v v — v —

RB 800 429/26.2 10.5/14.0 168.0 7.4 4,200 4.0 50 16,800 Ceramic v v — v —


